S-I001(Ink Tag)
Code: S-I001(Ink Tag/Tao Ink Tag)

Frequency: 8.2MHz/58KHz

Dimension: Ø60mm (Ø2.36")

Detection: 1.50m-2.10m (4.92’-6.90’)

Color: Black/Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 500pcs/ctn, 0.035CBM, 14kg
Description: Attach with EAS Tag allows the disperse of ink on clothing in the event of unauthorized removal.

S-I002(Ink Tag)
Code: S-I002(Ink Tag/Midi Golf Ink Tag)

Frequency: 8.2MHz/58KHz

Dimension: Ø55mm (Ø2.17")

Detection: 1.50m-1.80m (4.92’-5.90’)

Color: Black/Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 500pcs/ctn, 0.035CBM, 20kg
Description: Attach with EAS Tag allows the disperse of ink on clothing in the event of unauthorized removal.

S-I003(Ink Tag)
Code: S-I003(Ink Tag/Midi Golf Transparent)

Frequency: 8.2MHz/58KHz

Dimension: Ø55mm (Ø2.17")

Detection: 1.50m-1.80m (4.92’-5.90’)

Lock: Three balls clutch, Standard/Super

Packing detail: 500pcs/ctn, 0.035CBM, 12kg
Description: Attach with EAS Tag allows the disperse of ink on clothing in the event of unauthorized removal.

S-I004(Ink Tag)
Code: S-I004(R50 Ink Tag)

Frequency: 8.2MHz/58KHz

Dimension: Ø50mm (Ø1.97")

Detection: 1.50m-1.80m (4.92’-5.90’)

Color: Black/Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1000pcs/ctn, 0.035CBM, 13kg
Description: Attach with EAS Tag allows the disperse of ink on clothing in the event of unauthorized removal.

S-I005(Ink Tag)
Code: S-I005(R50 Ink Tag)

Frequency: 8.2MHz/58KHz

Dimension: Ø55mm 

Detection: 1.50m-2.10m

Color: Black/Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 500pcs pcs/ctn
