S-S01(Single Tape)
Code :S-S01(Single Tape)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 141mmx73mmx24mm (5.55"x2.87"x0.94’’) 

Lock : Standard
Packing: 50pcs/ctn, 0.035CBM, 3.5kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S02(Single CD)
Code :S-S02(Single CD)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 146mmx147mmx16mm(5.75"x5.79’’x0.63’’)

Lock : Standard

Packing: 50pcs/ctn, 0.035CBM, 4kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S03(Double CD)
Code :S-S03(Double CD)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 146mmx149mmx22mm (5.75"X5.87’’X0.87") 

Lock: Standard

Packing: 50pcs/ctn, 0.035CBM, 6kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S04(DVD Open)
Code :S-S04(DVD Open)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 220mmx145mmx23mm (8.67"x5.71"x0.91") 

Lock: Standard

Packing: 50pcs/ctn, 0.035CBM, 6.5kg

Description: Made by PC transparent material, compatible to both RF/AM System.
S-S05(DVD Close)
Code :S-S05(DVD Close)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 230mmx153mmx20mm (9.06’’x6.02"x0.79") 

Lock: Standard

Packing: 50pcs/ctn, 0.035CBM, 8.5kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S06(Single Battery)
Code :S-S06(Single Battery)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 83mmx113mmx25mm (3.27’’x4.45"x0.98") 

Lock: Standard

Packing: 50pcs/ctn, 0.035CBM, 3.5kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S07(Double Battery)
Code :S-S07(Double Battery)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 165mmx120mmx35mm (6.50’’x4.72"x1.38") 

Lock: Standard

Packing: 50pcs/ctn, 0.035CBM, 6.5kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S08(Cigarette)
Code :S-S08(Cigaratte)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 354mmx112mmx60mm (13.94"x4.41"x2.36’’) 

Lock: Standard

Packing:15pcs/ctn, 0.05CBM, 5.5kg

Description: Made by PC transparent material, compatible to both RF/AM System.

S-S09(Ink Jet)
Code :S-S09(Ink Jet)

Frequency: 8.2MHz/1.95MHz/58KHz 

Dimension: 74mmx113mmx40mm (2.91"x4.45"x1.57’’) 

Lock: Standard

Packing: 50pcs/ctn, 0.035CBM, 4kg

Description: Made by PC transparent material, compatible to both RF/AM System.

