S-S001(Blister Tag)
Code: S-S001 (Blister Tag)

Frequency: 58KHz/66KHz/8.2MHz

Dimension: 55mmx55mm (2.17"x2.17’’)
Detection: 1.50m-2.10m (4.92’-6.89’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 500pcs/ctn, 0.035CBM, 12.5kg
Description: Unique design tag to protect cell phone, fixed phone, camera etc
S-S002(Optical Tag)
Code: S-S002 (Optical Tag)

Frequency: 58KHz/66KHz/8.2MHz

Dimension: 25mmx23mmx25mm (0.98"x0.91"x0.98’’)
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 11kg
Description: Smart Tag to protect spectacles, sunglass, jewelry etc.

S-S003(Optical Tag)
Code: S-S003 (Optical Tag)

Frequency: 58KHz/66KHz/8.2MHz

Dimension: 55mmx20mm(2.17"x0.79’’)
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 11kg
Description: Smart Tag to protect spectacles, sunglass, jewelry etc
S-S004(Optical Tag)
Code: S-S004 (Optical Tag)

Frequency: 58KHz/8.2MHz

Dimension: 40mmx48mm(1.57"x1.89’’)
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 13kg
Description: Smart Tag to protect spectacles, sunglass, jewelry etc
S-S005(Optical Tag)
Code: S-S005 (Optical Tag)

Frequency: 8.2MHz

Dimension: 40mmx48mm(1.57"x1.89’’)
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 11kg
Description: Smart Tag to protect spectacles, sunglass, jewelry etc
S-S006(Optical Tag)
Code: S-S006 (Mini Square Optical)

Frequency: 8.2MHz

Dimension: 42mmx48mm(1.65"x1.89’’)
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 12kg
Description: Smart Tag to protect spectacles, sunglass, jewelry etc
S-S007(Towel Tag)
Code: S-S007 (Towel Tag)

Frequency: 8.2MHz/58KHz

Dimension: 40mmx19mm(1.57"x0.75’’) for 58KHz
               34mmx17mm(1.34"x0.67") for 8.2MHz
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 7kg
Description: Delicate Tag for Towel etc.
S-S008(Jewelry Tag)
Code:S-S008 (Jewelry Tag)

Frequency: 8.2MHz/58KHz

Dimension: 44mmx24mm(1.57"x1.89’’) for 8.2MHz
               36mmx22mm(1.42"x0.87") for 58KHz
Detection: 1.00m-1.20m (3.28’-3.94’)
Color: Gray/White or Customized

Lock: Three balls clutch, Standard/Super

Packing detail: 1,000pcs/ctn, 0.035CBM, 7kg
Description: Smart Tag to protect jewelry etc
S-S009(Spider)
Code: S-S009(Spider/Multi Gripper)

Frequency: 8.2MHz/58KHz/Dual 
Dimension: Ø70mmx40mm (Ø2.76"x1.57")

Detection: 1.50m-2.10m (4.92’-6.89’)
Color: Black/Gray/White or Customized

Packing detail: Customised
Description: Equipped with dual alarming technology, emitting a high pitched alarm if a lanyard is cut, and utilizes the integrated EAS technology to  initiate systems alarm at store entries and exits. Apply to a wide range of box sizes to reduce store inventory and drastically cutting handling costs. 
S-S010(T-102 Releaser)
Code: S-S010(Releaser for T-102)

Description: Detacher for T-102.

