S-LA01(Soft Tag)
Code: S-LA01 (Soft Tag)

Frequency: 8.2MHz/1.95MHz

Dimension: 70mmx61mm (2.76"x2.4")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 2,500pcs/ctn, 0.035CBM, 12kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins. 

S-LA02(Soft Tag)
Code: S-LA02 (Soft Tag)

Frequency: 8.2MHz 

Dimension: 75mmx59mm (2.95"x2.32")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 500pcs/ctn, 0.035CBM, 7kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins. 

S-LA03(Soft Tag)
Code: S-LA03 (Soft Tag)

Frequency: 8.2MHz 

Dimension: 52mmx45mm (2.05"x1.77")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 5,000pcs/ctn, 0.035CBM, 19.5kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins.
S-LA04 (Soft Tag)
Code: S-LA04 (Soft Tag)

Frequency: 8.2MHz 

Dimension: 50mmx43mm (1.97"x1.69")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 1,000pcs/ctn, 0.035CBM, 9kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins. 

S-LA05 (Soft Tag)
Code: S-LA05 (Soft Tag)

Frequency: 8.2MHz 

Dimension: 72mmx63mm (2.83"x2.48")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 2,500pcs/ctn, 0.035CBM, 12kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins. 

S-LA06 (Soft Tag)
Code: S-LA06 (Soft Tag)

Frequency: 8.2MHz 

Dimension: 72mmx63mm (2.83"x2.48")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 2,500pcs/ctn, 0.035CBM, 12kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins
S-LA07(Soft Tag)
Code: S-LA07 (Soft Tag)

Frequency: 58KHz (DR Version) 

Dimension: 58mmx20mm (2.28"x0.79")

Detection: 1.50m-2.10m (4.92’-6.89’)

Packing: 5,000pcs/ctn, 0.035CBM, 19kg

Description: Logo or price info or barcode printed. Sensormatic DR label integrated into the plastic envelope.
S-LA008(Soft Tag)
Code: S-LA08 (Soft Tag)

Frequency: 8.2MHz 

Dimension: 86x60mm (3.38"x2.36")

Detection: 1.50m-2.10m (4.92’-6.89’)

Lock: Three balls clutch, Standard/Super

Packing: 2,500pcs/ctn, 0.05CBM, 20kg

Description: Logo or price info or barcode printed. RF coil integrated into the plastic envelope. Combine with clutches and pins
