S-LR01(3X3)
Code: S-LR01(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 30mmx33mm (1.18"x1.30")
Detection: 0.60m-0.90m (1.97’x2.96’)
Color: Barcode/White/Black or Customized
Packing: 20,000pcs/ctn (1,000pcs/roll), 0.015CBM, 8.5kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting.
S-LR02(3X4)
Code: S-LR02(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)

Dimension: 30mmx40mm (1.18"x1.57")

Detection: 0.90m-1.20m (2.96’-3.94’)

Color: Barcode/White/Black or Customized

Packing: 20,000pcs/ctn (1,000pcs/roll), 0.02CBM, 10kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting.
S-LR03(4X4)
Code: S-LR03(RF LABLE)
Frequency: 8.2MHz/9.5MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 40mmx40mm (1.57"x1.57")
Detection: 0.90m-1.20m (2.96’-3.94’)
Color: Barcode/White/Black or Customized
Packing: 20,000pcs/ctn (1,000pcs/roll), 0.025CBM, 13kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting.
S-LR04(4X4 ROUND)
Code: S-LR04(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: ?40mm (?1.57")
Detection: 0.90m-1.20m (2.96’-3.94’)
Color: Barcode/White/Black or Customized
Packing: 20,000pcs/ctn (1,000pcs/roll), 0.025CBM, 12kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting.
S-LR05(4X7)
Code: S-LR05(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 40mmx70mm (1.57"x2.76")
Detection: 0.90m-1.50m (2.96’-4.92’)
Color: Barcode/White/Black or Customized
Packing: 10,000pcs/ctn (500pcs/roll), 0.025CBM, 9.5kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting.
S-LR06(5X5)
Code: S-LR06(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 48mmx50mm (1.89"x1.97")
Detection: 0.90m-1.50m (2.96’-4.92’)
Color: Barcode/White/Black or Customized
Packing: 20,000pcs/ctn (1,000pcs/roll), 0.035CBM, 20kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting. 

S-LR07(5X7)
Code: S-LR07(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)

Dimension: 50mmx70mm (1.97"x2.76")

Detection: 0.90m-1.50m (2.96’-4.92’)

Color: Barcode/White/Black or Customized

Packing: 10,000pcs/ctn (500pcs/roll), 0.03CBM, 13.5kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting
S-LR08(HANGTAG) 
Code: S-LR08(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 40mmx120mm (1.57"x4.71")
Detection: 0.90m-1.20m (2.96’-3.94’)
Color: Barcode/White/Black or Customized
Packing: 10,000pcs/ctn (500pcs/roll), 0.03CBM, 20kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting. 

S-LR09(Triangle)
Code: S-LR09(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 40mmx60mm (1.57"x2.36")
Detection: 0.90m-1.20m (2.96’-3.94’)
Color: Barcode/White/Black or Customized
Packing: 20,000pcs/ctn (1,000pcs/roll), 0.025CBM, 13kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting
S-LR10(Oval)
Code: S-LR10(RF LABLE)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)
Dimension: 28mmx68mm (1.10"x2.68")
Detection: 0.90m-1.20m (2.96’-3.94’)
Color: Barcode/White/Black or Customized
Packing: 20,000pcs/ctn (1,000pcs/roll), 0.035CBM, 14kg
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of merchandise in a retail setting.
S-LR11(Jewelry Tag)
Code: S-LR11(Round Jewelry Tag)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)

Dimension: Ø40mm (Ø1.57")

Detection: 0.90m-1.20m (2.96’-3.94’)

Color: Barcode/White/Black or Customized

Packing: Customised
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of Jewelry and Glasses in a retail setting
S-LR12(Jewelry Tag)
Code: S-LR12(Square Jewelry Tag)
Frequency: 8.2MHz (Deactivatable/Non-Deactivatable/Transparent/Thermal)

Dimension: 30mmx33mm (1.18"x1.30") 
Detection: 0.90m-1.20m (2.96’-3.94’)

Color: Barcode/White/Black or Customized

Packing: Customised
Description: Disposable, paper-thin, compatible with all 8.2 MHz RF systems. Be applicable for all types of Jewelry and Glasses in a retail setting
S-LA01(DR\LE)
Code: S-LA01(DR\LE)
Description: AM 58K DR label  

Dimension: 10mm*45mm 

Frequency: 58K 

Colur: White/white/bar code or custom design
