S-P01(Flat)
Code: S-P01(Flat Pin)

Length: 16mm (0.63’’) or 19mm (0.75’’) or Customized

Head Diameter: 12mm (0.47’’)
Packing: 10,000pcs/ctn, 0.015CBM, 18kg

Description: Smooth or grooved in stainless steel. Smooth pins protect items from being damaged when pierced while grooves allow the lock to firmly grip the pin. 

S-P02(Swivel)
Code: S-P02(Swivel Pin)

Length: 16mm (0.63’’) or 19mm (0.75’’) or Customized

Head Diameter: 12mm (0.47’’)
Packing: 10,000pcs/ctn, 0.015CBM, 21.5kg

Description: Smooth or grooved in stainless steel. Smooth pins protect items from being damaged when pierced while grooves allow the lock to firmly grip the pin. 

S-P03(Dome)
Code: S-P03(Dome Pin)

Length: 16mm (0.63’’) or 19mm (0.75’’) or Customized

Head Diameter: 16mm (0.63’’)
Packing: 10,000pcs/ctn, 0.025CBM, 23kg

Description: Smooth or grooved in stainless steel. Smooth pins protect items from being damaged when pierced while grooves allow the lock to firmly grip the pin. 

S-P04(Cone)
Code: S-P04(Cone Pin)

Length: 16mm (0.63’’) or 19mm (0.75’’) or Customized

Head Diameter: 14mm (0.55’’)
Packing: 10,000pcs/ctn, 0.025CBM, 22kg

Description: Smooth or grooved in stainless steel. Smooth pins protect items from being damaged when pierced while grooves allow the lock to firmly grip the pin. 

S-P05(Cone Plastic)
Code: S-P05(Cone Plastic Pin)

Length: 16mm (0.63’’) or 19mm (0.75’’) or Customized

Head Diameter: 16mm (0.63’’)
Packing: 10,000pcs/ctn, 0.025CBM, 10kg

Description: Smooth or grooved in stainless steel. Smooth pins protect items from being damaged when pierced while grooves allow the lock to firmly grip the pin. 

S-P06(Dome Plastic)
Code: S-P06(Dome Plastic Pin)

Length: 16mm (0.63’’) or 19mm (0.75’’) or Customized

Head Diameter: 20mm (0.79’’)
Packing: 10,000pcs/ctn, 0.025CBM, 12kg

Description: Smooth or grooved in stainless steel. Smooth pins protect items from being damaged when pierced while grooves allow the lock to firmly grip the pin.
S-PI01(Ink Pin)
Code: S-PI01(Ink Pin/Clear Ink Tag)

Dimension: 42mmx28mm (1.65"x1.10") 

Color: White/Yellow/Transparent or Customized 

Packing detail: 1,000pcs/ctn, 0.035CBM, 7.5kg

Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 

S-PI02(Ink Pin)
Code: S-PI02(Ink Pin/Clear Ink Tag)

Dimension: 42mmx28mm (1.65"x1.10") 

Color: White/Yellow/Transparent or Customized 

Packing detail: 1,000pcs/ctn, 0.035CBM, 8kg

Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 

S-PI03(Ink Pin)
Code: S-PI03(Ink Pin/Clear Ink Tag)

Dimension: 45mmx28mm (1.77"x1.10") 

Color: White/Yellow/Transparent or Customized 

Packing detail: 1,000pcs/ctn, 0.035CBM, 8kg

Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 

S-PI04(Ink Pin)
Code: S-PI04(Ink Pin/Clear Ink Tag)

Dimension: 50mmx27mm (1.97"x1.06") 

Color: White/Yellow/Transparent or Customized 

Packing detail: 1,000pcs/ctn, 0.03CBM, 10kg

Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 

S-PI05(Ink Pin)
Code: S-PI05(Ink Pin/Clear Ink Tag/Zoom Ink)

Dimension: Ø30mm (Ø1.18") 

Color: Yellow/Blue/Transparent or Customized 

Packing detail: 1,000pcs/ctn, 0.035CBM, 11kg

Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 

S-PI06(Ink Pin)
Code: S-PI06(Ink Pin)

Dimension: Ø46.4mm (Ø1.83") 

Color: Black/Gray/White or Customized 

Packing detail: 1,000pcs/ctn, 0.04CBM, 11kg

Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 

S-PI07(Ink Pin)
Code: S-PI07(Ink Pin/Clear Ink Tag)

Dimension: Ø25mm(Ø0.98") 

Color: Red/Blue/Yellow/Green or Customized 

Packing detail: 1,000pcs/ctn, 0.03CBM, 4.5kg 
Description: Non-alarming tag allows the disperse of ink on clothing in the event of unauthorized removal. 
S-PI08(Ink Pin)
Code: S-PI08(Ink Pin/Clear Ink Tag)

Dimension:42mm*27mm
Color: white/gray or Customized 

Packing detail: 1,000pcs/ctn, 
